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COUPLING TECHNOLOGY
www.rtc-tec.com

EUROPEAN Type - EUROPAISCHER Typ - AVRUPA Tip Safety Type TYPE 090

Temperature Range - Temperaturbereich
-10°C +180°C (+14°F +356°F) FPM (V)

Max.Working Pressure - Max.Betriebsdruck
16 bar (232 PSI)

Flow size - Nennweiten

rtc 090.06 6 mm
rtc 090.09 9mm
rtc 090.13 13 mm

Standard version - Standardversion

Brass - Messing

FPM (V) PFTE coated - VViton PTFE beschichtet
With Valve - mit Ventil
Sleeve - Nickel Plate

Option - Optionen - Secenek
Safety lock - Sicherheitsentriegelung - Emnivyetli Kapak

5
WATERES— o T e —

— TYPE 100 SCUCANTEN  FRENCH Type - FRANZOSISCHER Typ - FRANSIZ Tip
Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F) Nitril (N)

-10°C +180°C (+14°F +356°F) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
10 bar (145 PSI)

Flow size - Nennweiten - Akis Capi

rtc 100.06 6 mm 2 -
rtc 100.08 8 mm LoD &
rtc 100.12 13 mm = SAFETY TYPE
FOR DISCCONNECT
PROTECTION
SAFETY Type -

Typ SICHERHEITSVERRIEGELUNG
EMNIYETLI Tip
Flow size - Nennweiten - Akis Capi

rkc 100.06-S* 6 mm
rkc 100.08-5* 8 mm
rtc 100.12-5* 13 mm
I A\WATER
Double Shut-off | Single Shut-off Full flow
TYPE 101 —
Temperature Range - Temperaturbereich - Sicaklik Aralig 7 1

-20°C+100°C (-4°F +212°F ) Nitril (N) .
-10°C+180°C (+14°F +356°F ) FPM (V) |

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi

rtc 101.06 6 mm
rtc 101.09 9mm
rtc 101.10* 10 mm
rtc 101.12 12 mm
rtc 101.16 16 mm
rtc 101.20 20 mm
rtc 101.25 25 mm
rtc 101.38 38 mm
—
- 2
PNEUMAT.IG]é— )
WATEREEE— e om =

Double Shut-off | Single Shut-off Full flow
nl COUPLING TECHNOLOGY i product specifications without any prior announcement. _
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COUPLING TECHNOLOGY
www.rtc-tec.com

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

TYPE 099 Safety Type

INTERNATIONAL Type - INTERNATIONAL Typ - ULUSLARARASI Tip

Temperature Range - Temperaturbereich - Sicaklik Aralig
-10°C+180°C (+14°F +356°F) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi
rkc 099.06 6 mm

rtc 099.09 9mm

rtc 099.15 15 mm

Standard version - Standardversion - Standart VVersiyon
Brass - Messing - Piring
Seals FPM (V) - FPM dichtungen - FPM Conta

Option - Optionen - Secenek
Safety lock - Sicherheitsentriegelung - Emniyetli Kapak

—~— | I A WATER
ISO 7241-1 SERIE B TYPE 070 [rtc S

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F) Nitril (N)
-10°C +180°C (+14°F +356°F) FPM (V)

Working Pressure - Betriebsdruck - Calisma Basinci
Brass/Messing: 50-210 bar (725 - 3045 PSI)
Stainless Steel/Edensthal: 100-300 bar (1450-4350 PSI)

Flow size - Nennweiten - Akis Capi

rtc 070.04 4 mm
rtc 070.08 8 mm
tc 070.10 10 mm
rtc 070.13 13 mm
rtc 070.16 16 mm
rtc 070.19 19 mm
rtc 070.32 32mm
rtc 070.38 38 mm
rtc 070.50 50 mm

WATEREEINEEE

PNEUMATICEI
HYDRAULICrmmmm— o

TYPE 152 High Flow Rate Flat Faced Non-Spill - Flachdichtende Ausfiihrung

Diiz Alinli Damlatmasiz

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
16-50 bar (232-750 PSI)

Flow size - Nennweiten - Akis Capi

rtc 152.03 3 mm
rtc 152.06 6 mm
rtc 152.08 8 mm
rtc 152.10 10 mm
rtc 152.12 12 mm
rtc 152.16 16 mm
rtc 152.20 20 mm
rtc 152.25 25mm
rtc 152.32 32 mm
rtc 152.38 38mm
rtc 152,50 50
N " ——EWATER

Double Shut-off
_ All rights are reserved by rkc to modify product specifications without any prior announcement COUPLING TECHNOLOGY I_
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COUPLING TECHNOLOGY
www.rtc-tec.com
PoéHardlConnection * " Disconnection
PingHHand Kuppeln * " Losen
e R K

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
50 bar (725 PSI)

Flow size - Nennweiten - Akis Capi

rtc 102.03 3mm
rtc 102.06 6 mm
rtc 102.07 7mm
rtc 102.09 9 mm
rtc 102.12 12 mm
rtc 102.16 16 mm
rtc 102.25 25 mm
L
WATERER— oo ]—

— TYPE 093

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinc

20 bar (290 PSI)
Flow size - Nennweiten - Akis Capi
rtc 093.08 8 mm
I-R\WATER
Single & Double Shut-Off TYPE 106 —
New Design

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
10 bar (145 PSI)

Flow size - Nennweiten - Akis Capi

rtc 106.19 19 mm
rtc 106.25 25mm
rtc 106.33 33mm
rtc 106.42* 42 mm
rtc 106.50 50 mm
rtc 106.63* 63 mm
rtc 106.110* 110 mm
WATERU S oo o = —

Double Shut-off | Single Shut-off Full flow
nl COUPLING TECHNOLOGY i product specifications without any prior announcement. _
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QUICK COUPLINGS / SCHNELLKUPPLUNGEN

— TYPE 097 & 098

Temperature Range - Temperaturbereich - Sicaklik Araligi
-10°C+180°C (+14°F +356°F ) FPM (V)

Temperature Range - Temperaturbereich - Sicaklik Aralig
-10°C +180°C (+14°F +356°F ) FPM (V) Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
16 - 20 bar (232 - 290 PSI)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci

100 bar (1450 PSI) Flow size - Nennweiten - Akis Capi
rkc 098.06 6 mm
Flow size - Nennweiten - Akis Capi rtc 098.08 8mm
rtc 097.08 8 mm rtc 098.12 12 mm
NI o IER\WATER

L 1vPE105 [rtchammy

Leak Tight on Connection & Disconnection

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)

0°C+250°C (+32°F +482°F ) FFKM (W)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinc
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi

rtc 105.09 9mm
rtc 105.12 12 mm
rtc 105.16 16 mm
rtc 105.20 20 mm
rtc 105.25 25mm
WATEREE

— TYPE 108

One Hand Connection “PUSH-PULL"Disconnection
Eine Hand Kuppeln "PUSH-PULL" Losen
Tek El ile Kapag) "CEKEREK-ITEREK" Cikarma

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
180 bar (2610 PSI)

Flow size - Nennweiten - Akis Capi
rtc 108.06 6 mm

rtc 108.07 7 mm

rkc 108.09 9mm

rtc 108.12 12 mm

rtc 108.16 16 mm

I-R\WATER
- WHYDRAULIC

Double Shut-off

ghts are reserved by rtc to modify product specifications without any prior announcement COUPLING TECHNOLOGY I_
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COUPLING TECHNOLOGY
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New Flow Sizes  Safety Type TYPE 103 —
Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)
Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
rtc 103.06* 6 mm 800 bar (11.600 PSI)
rtc 103.07* 7 mm 550 bar (8.000 PSI)
rkc 103.08 8 mm 450 bar (6.525 PSI)
rtc 103.11 11 mm 450 bar (6.525 PSI)
rtc 103.12 12 mm 400 bar (5.800 PSI)
rtc 103.15 15 mm 400 bar (5.800 PSI)
rtc 103.19 19 mm 400 bar (5.800 PSI)
rtc 103.25 25mm 350 bar (5.075 PSI)
rtc 103.33 33 mm 350 bar (5.075 PSI)
VEX Residuoa) PessaresfobQdramection Under Pressure ( )
Max. Restruck fiir die Verbindung unter Druck (150 bar / nur 103.07 ist 400 bar)
HYDRAULIGESEE  Vax Basing Altinda Takma Basinci (150 bar / sadece 103.07 400 bar) O<O- /

— TYPE 124

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci

rtc 124.06 450 bar (6525 PSI)
rtc 124.08 450 bar (6525 PSI)
rtc 124.09 350 bar (5075 PSI)
rkc 124.12 350 bar (5075 PSI)
tc 124.16 350 bar (5075 PSI)

Flow size - Nennweiten - Akis Capi

rtc 124.06 6 mm
rtc 124.08 8 mm
rtc 124.09 9mm
rtc 124.12 12 mm
tc 124.16 16 mm

Max. Residual Pressure for Connection Under Pressure (150 bar)
Max. Restruck fiir die Verbindung unter Druck (150 bar)

Double Shut-off

IS0 6150 - C TYPE 170 |rtc R

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)

Flow size - Nennweiten - Akis Capi

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
rkc 170.03 3mm 400 bar (5800 PS)

rtc 170.06 5.5mm 450 bar (6525 PSI)

rkc 170.08 8 mm 400 bar (5800 PS)

rtc 170.11 11 mm 350 bar (5100 PSI)

rkc 170.12 12mm 350 bar (5100 PSI)

rtc 170.13 13mm 350 bar (5100 PSI)

rkc 170.16 16mm 320 bar (5100 PSI)

rtc 170.19 19mm 300 bar (4350 PSI)

WATERE E—
PNEUMAT | I S— )
HYDRAUL | CH-u— oo o =]

Double Shut-off | Single Shut-off Full flow
ml COUPLING TECHNOLOGY i product specifications without any prior announcement. _
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TYPE 072 IS0 16028 Safety Type

www.rtc-tec.com

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)

Working Pressure - Betriebsdruck - Calisma Basinci
270 - 325 bar (3925 - 4725 PSI)

Flow size - Nennweiten - Akis Capi

rkc 072.06
rkc 072.10
rtc 072.12
rtc 072.16

6 mm
10 mm
12 mm
16 mm

=N HYDRAULIC

Double Shut-off

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
500 bar (7250 PSI)

Flow size - Nennweiten - Akis Cap!

rtc 126.08 8 mm

rtc 126.12 12 mm
rtc 126.20 20 mm
rtc 126.25 25 mm
rtc 126.33 33mm

HYDRAUL|CF-I

N[

Double Shut-off

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)
Working Pressure - Betriebsdruck - Calisma Basinci
16 - 500 bar (230 - 7250 PSI)

Flow size - Nennweiten - Akis Capi

rkc 104.04 4mm

rtc 104.06 6 mm

rtc 104.08 8 mm

rkc 104.10 10 mm

rtc 104.12 12 mm

rtc 104.15 15 mm

rkc 104.20 20 mm

rtc 104.25 25 mm

rtc 104.32 32 mm

rtc 104.37 37 mm

rtc 104.50 50 mm

rtc 104.75 75 mm
-2\ VATER
- WP NEUMATIC
=N HYDRAULIC

Double Shut-off

ghts are reserved by rtc to modify product specifications without any prior announcement.
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Compatible - Kompatibilitat - Muadil
Walther LP Type

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Working Pressure - Betriebsdruck - Calisma Basinci
30 - 100 bar (435 - 1450 PSI)

Flow size - Nennweiten - Akis Capi

rtc 200.04 4 mm
rtc 200.06 6 mm
rtc 200.07 7 mm
rtc 200.09 9Smm
rtc 200.12 12 mm
rtc 200.19 19 mm
rtc 200.32 32mm
rtc 200.50 50 mm
WATEREEIE
PNEUMATIE*&_— )
HYDRAUL | C— o on [o sy pr—v—

— TYPE 201 Medium Pressure

Compatible - Kompatibilitat - Muadil
Walther MD Type

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)

Working Pressure - Betriebsdruck - Calisma Basinci
100 - 250 bar (1450 - 3625 PSI)

Flow size - Nennweiten - Akis Capi

rtc 201.06 6 mm

rtc 201.07 7 mm

rtc 201.12 12 mm
rtc 201.19 19 mm
rtc 201.25 25 mm
rtc 201.32 32 mm
rtc 201.50 50 mm

oo o] | HYDRAULIC

High Pressure TYPE 202 —

Compatible - Kompatibilitat - Muadil
Walther HP Type

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Working Pressure - Betriebsdruck - Calisma Basinci
200 - 2000 bar (2900 - 29000 PSI)

Flow size - Nennweiten - Akis Capi

rtc 202.04 4 mm

rtc 202.06 6 mm

rtc 202.10 10 mm
rtc 202.16 16 mm
rtc 202.20 20 mm
rtc 202.32 32 mm
rtc 202.50 50 mm

HYDRAULIGE? OO [ -O~<— ][ —+~<—] J

Double Shut-off | Single Shut-off Full flow
ml COUPLING TECHNOLOGY i product specifications without any prior announcement. _
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COUPLING TECHNOLOGY
www.rtc-tec.com

— TYPE 203 High Temperature

Compatible - Kompatibilitat - Muadil
Walther TE Type

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +270°C(-4°F +518°F ) PTFE (T)

Working Pressure - Betriebsdruck - Calisma Basinci
30 - 100 bar (435 - 1450 PSI)

Flow size - Nennweiten - Akis Capi

rtc 203.09 9 mm

rtc 203.12 12 mm
rtc 203.19 19 mm
rtc 203.32 32 mm
rtc 203.50 50 mm

N oo o ]

Compatible - Kompatibilitat - Muadil
Walther UF Type

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Working Pressure - Betriebsdruck - Calisma Basinci
40 - 30 bar (580 - 435) for liquids
30 - 10 bar (435 - 145) for gases

Flow size - Nennweiten - Akis Capi

ttc 204.06 6 mm

rtc 204.07 7 mm

rtc 204.12 12 mm

ttc 204.19 19 mm

ftc 204.32 32mm Available Codes - Verfiigbaren Codes

WATERE
PNEUMATICEI J
HYDRAULICF-E |

[ —-O>—+<O- || -O>+—<— ]

<N

Double Shut-off | Single Shut-off Full flow

g (tc veE205 |

Compatible - Kompatibilitat - Muadil

Walther CT Type

Temperature Range - Temperaturbereich - Sicaklik Araligi
-10°C+180°C (+14°F +356°F) FPM (V)
-20°C +150°C (- 4°F +302°F) EPDM (E)

0°C +250°C (- 40°F +482°F) FFKM (W)

Working Pressure - Betriebsdruck - Calisma Basinci
40 - 65 bar (580 - 930)

Flow size - Nennweiten - Akis Capi

rtc type 205.05 5mm
rkc type 205.07 7 mm
rtc type 205.09 9mm
rtc type 205.12 12 mm
rkc type 205.19 19 mm
oo o =] EESS=WHY DRAULIC

Double Shut-off | Single Shut-off Full flow
ghts are reserved by rtc to modify product specifications without any prior announcement. COUPLING TECHNOLOGY I_
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COUPLING TECHNOLOGY
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QUICK COUPLINGS / SCHNELLKUPPLUNGEN

Compatible - Kompatibilitat - Muadil

Cejn 115

Temperature Range - Temperaturbereich - Sicaklik Aralig|
-20°C+100°C(-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
1.000 bar (100 MPa - 14,503PSI)

Flow size - Nennweite
rtc 080.04 4 mm

Technical Specifications & Advantages

- Ultimate High Pressure (UHP) dripless hydraulic coupling.

- Plug and Coupler has plastic dust cap in order to increase the service life.
- Dripless connection and disconnection

- Aluminium Dust cap is also available.

- Uninterchangeable sister coupling is also available in order to avoid any
mis-connection. (rtc 082.04)

HYDRAUL|CF-

Ultimate High Pressure (UHP) TYPE 080

[ —

— e

TYPE 081

Ultimate High Pressure (UHP)

Compatible - Kompatibilitat - Muadil
Cejn 116

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C(-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
1.500 bar (150 MPa - 21,755PSI)

Flow size - Nennweite
rtc 081.04 4 mm

Technical Specifications & Advantages

- Ultimate High Pressure (UHP) dripless hydraulic coupling.
- Plug and Coupler has plastic dust cap in order to

increase the service life.

- Dripless connection and disconnection

- Aluminium Dust cap is also available.

Double Shut-off

Ultimate High Pressure (UHP) TYPE 083

Compatible - Kompatibilitat - Muadil

Cejn 125 @
Temperature Range - Temperaturbereich - Sicaklik Aralig

-20°C+100°C (-4°F +212°F ) Nitril (N)

Working Pressure - Betriebsdruck
2.000 bar (200 MPa - 29,000 PSI)

Flow size - Nennweite
rtc 083.04 4 mm

Technical Specifications & Advantages

- Ultimate High Pressure (UHP) dripless hydraulic coupling.
- Plug and Coupler has plastic dust cap in order to increase
the service life.

- Dripless connection and disconnection

- Aluminium Dust cap is also available.

HYDRAUL|CEF- I

[ —

o] —

EETIE couPLING TECHNOLOGY

product specifications without any prior announcement.
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COUPLING TECHNOLOGY
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— G

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (- 4°F +212°F) Nitrile (N)

-10°C +180°C (+14°F +356°F) FPM (V)

-20°C +150°C (- 4°F +302°F) EPDM (E)

0°C +250°C (- 4O°F +482°F)  FFKM (W)

-40°C +175°C (- 40°F +347°F) FMQ (SN)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
260 bar (3770 PSI)

Flow size - Nennweiten - Akis Capi

rtc 123.03 3mm

rtc 123.05 5mm

rtc 123.08 8 mm
I -AWVATER
I R PNEUMATIC
=N HYDRAULIC

High Temperature TYPE 219 —

Compatible - Kompatibilitat - Muadil
Walther 11 Type

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C+325°C(-4°F +617°F ) FFKM (W)

Max. Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci

20 bar (290 PSI)

Flow size - Nennweiten - Akis Capi
rtc 219.12 12 mm

rtc 219.19 19 mm
Using Area

For Hot Qil Usages - Fiir heiBe Ol Anwendungen -
Kizgin Yag Kullanimi icin

HYDRAUL| R u— oo =]

— G A

Double Shut-off Full flow

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)

-10°C+180°C (+14°F +356°F ) FPM (V)

-50°C +150°C (-58°F +302°F ) EPDM (E)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
10 bar (145 PSI)

Flow size - Nennweiten - Akis Capi
rkc 127.37 37 mm

—_.%IWATER
N - NHYDRAULIC

Double Shut-off
ghts are reserved by rtc to modify product specifications without any prior announcement. COUPLING TECHNOLOGY I_
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COUPLING TECHNOLOGY
www.rtc-tec.com
Self Venting Safety Type Swing Coupler TYPE 460-468 mi

Sicherheitskupplung mit Vorentliftungsfunktion

Hava Tahliyeli Emniyetli Tip

gAfesytedapstfectly fits to the

= Full flow, negligible loss of pressure

= Simple operation, no force required

= Compact design

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)

-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
25 bar (365 PSI)
15 bar (220 PSI) Connection / Disconnection

Flow size - Nennweiten - Akis Capi Connection - Anschluss - Baglanti
3mm rtc 461 1/8
5.5 mm rtC 460 / 461 / 462 / 466 / 467 1/4
8 mm rtc 460/ 461/ 463 / 464 / 465 / LES / 469 3/8
11mm  rtc 460/ 461 1/2
19mm  rtc 461 3/4
PNEUMATI G- o e —
Single Shut-off Full flow
— TYPE 450 Sleeve Twist Coupler
Self Venting Safety Type

Sicherheitskupplung mit Vorentliftungsfunktion

Hava Tahliyeli Emniyetli Tip

sHfawsyndapstfectly fits to the

= Model to ISO 6150-C-10 and AFNOR: C-10 NF E 49-053
= Safety feature: 2-stage disconnection

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
25 bar (365 PSI)
15 bar (220 PSI) Connection/Disconnection

Flow size - Nennweiten - Akis Capi Connection - Anschluss - Baglanti

rtc 450.03 3mm 1/8

rtc 450.06 5.5 mm 14

rtc 450.08 8mm 3/8

rtc 450.11 11 mm 1/2
- W PNEUMATIC

Sleeve Twist Coupler TYPE —

Self Venting Safety Type
Sicherheitskupplung mit Vorentliiftungsfunktion
Hava Tahliyeli Emniyetli Tip

gHfssytendapsrfectly fits to the
» Model to ISO 6150-C-10 and AFNOR: C-10 NF E 49-053

= Safety feature: 2-stage disconnection

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
25 bar (365 PSI)
15 bar (220 PSI) Connection/Disconnection

Flow size - Nennweiten - Akis Capi Connection - Anschluss - Baglanti
rtc 451.06 5.5 mm /4
rtc 451.08 gmm 3/8
rtc 451.11 11 mm 1/2
PNEUMATI G- — oo o] —

Double Shut-off | Single Shut-off
ml COUPLING TECHNOLOGY i product specifications without any prior announcement. _




e ((C| TYPE 452

Sleeve Twist Coupler

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

COUPLING TECHNOLOGY
www.rtc-tec.com

Self Venting Safety Type @ o O 0

Sicherheitskupplung mit Vorentliftungsfunktion

Hava Tahliyeli Emniyetli Tip

gAfasyEedapstfectly fits to the

= Model to ISO 6150-C-10 and AFNOR: C-10 NF E 49-053
= Safety feature: 2-stage disconnection

= Coded type (Non-Interchangeable)

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinc
25 bar (365 PSI)
15 bar (220 PSI) Connection/Disconnection

Flow size - Nennweiten - Akis Capi Connection - Anschluss - Baglanti

Double Shut-off | Single Shut-off

Self Venting Type

Sicherheits - Schnellkupplung

Hava Tahliyeli Tip

gAfssyedapstfectly fits to the

= Safety feature: 2-stage disconnection

= Coded type (Non-Interchangeable) is also available.

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)

-10°C +180°C (+14°F +356°F ) FPM (V)

-20°C +150°C(-4°F +302°F ) EPDM (E)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinc
25 bar (365 PSI)

Flow size - Nennweiten - Akis Capi

rtc 453.11 11 mm 1/2

rtc 453.19 19 mm 3/4

WATERE NI
PNEUMATICR- A

Connection - Anschluss - Baglanti

rtc 452.06 5.5mm 1/4
a— - W PNEUMATIC
Heavy Duty Coupler TYPE 453 |rtc R

[ OO | -O>+<— |—J

— S G A

Self Venting Safety Type
Sicherheitskupplung mit Vorentliftungsfunktion
Hava Tahliyeli Emniyetli Tip

» The system perfectly fits to the ]SO 4414 EN 983 safety stan-
darts requirements.

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci

rtc 171.06 12 bar (175 PSI)
rkc 171.08 16 bar (230 PSI)
rtc 171.11 16 bar (230 PSI)

Flow size - Nennweiten - Akis Capi

rtc 171.06 6 mm

rtc 171.08 8 mm

rtc 171.11 11 mm
I W PNEUMATIC

product specifications without any prior announcement.
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COUPLING TECHNOLOGY
www.rtc-tec.com

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

Compatible - Kompatibilitat - Muadil

rtc 463.08
rtc 025
rtc 026
Rectus 25 & 26
Cejn 320

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma
Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
rtc002 7.2mm

PNEUMATICE- I o [ —e—| /

—<

Single Shut-off Full flow

— TYPE 013

Compatible - Kompatibilitat - Muadil

Nitto Kohki Hi Cupla & Hi Cupla 200
Rectus 13
Cejn 315

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma
Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
tc013  7.5mm

=] EEEPNEUMATIC

L 7vPE 020 [rtchammy

Compatible - Kompatibilitat - Muadil

For Full-Flow and Single Shut-off For Double Shut-off
Rectus 20 Rectus ~ 20KB
Walther 06-003 Walther 06-003

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
tc020 2.7mm

WATERE— D
PNEUMAT| CHF— oo o ]

>—+

Double Shut-off | Single Shut-off Full flow
ml COUPLING TECHNOLOGY i product specifications without any prior announcement. _




QUICK COUPLINGS / SCHNELLKUPPLUNGEN  [l-Sioeln o

www.rtc-tec.com
— TYPE 021
Compatible - Kompatibilitat - Muadil
For Full-Flow and Single Shut-off For Double Shut-off
Rectus 21 Rectus  21KB

Camozzi

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
c021 5mm

IR\ ATER
NI e ey I PNEUMATIC

T TN PP ——

Compatible - Kompatibilitat - Muadil

rtc 462.06

rtc 014

AMFLO (38

ARO 210

Cejn 300 R

Foster 210

Parker B53

Rectus 14 &22 ‘":' L g
L

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma
Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
rkc022 55mm —
PNEUMATICE- U o [ J
Single Shut-off Full flow

g (tc\7vpE023 |

Compatible - Kompatibilitat - Muadil
US (Industrial) MIL-C-4109 1/4

I1SO 6150-B-12
rtc 460.06
Hansen 1000
Cejn 310
Foster 3003
Parker B23

Rectus 23&24

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
rtc023 55mm

N ey I PNEUMATIC

ghts are reserved by rtc to modify product specifications without any prior announcement COUPLING TECHNOLOGY I_
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L TvpE 025 [rtchammy

Compatible - Kompatibilitat - Muadil

For Full-Flow and Single Shut-off For Double Shut-off

rtc 463.08

rtc 026

Rectus 25&26 Rectus  25KB & 26KB
Cejn 320

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C+100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Cap!
fc 025 7.8mm

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

PNEUMATIGE [0 [ [ —<—]
Double Shut-off | Single Shut-off Full flow
— TYPE 026
« 3 m > Compatible - Kompatibilitat - Muadil
1 For Full-Flow and Single Shut-off For Double Shut-off
S o & rtc 463.08
g = rtc 025
L8 5 1 e = 1 Rectus 25&26 Rectus  25KB & 26KB
sREY Sod@EtMZ B\ Cen 320
<« - - —_
l 'R B Temperature Range - Temperaturbereich - Sicaklik Aralig

&
XTT i
!

-20°C+100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
tc026 7.2 mm

W PNEUMATIC

L|—O>—+—<o— | -O [ —— |

Compatible - Kompatibilitat - Muadil

For Full-Flow and Single Shut-off For Double Shut-off

Rectus 27 Rectus  27KB
Cejn 410
Tema 1700

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
rtc027  10mm

PNEUMATICE- I

[ -O>—+<O- [ -O>~ | :

TN couPLING TECHNOLOGY

product specifications without any prior announcement.



QUICK COUPLINGS / SCHNELLKUPPLUNGEN  [l-SoeSin o

www.rtc-tec.com
— TYPE 033

Compatible - Kompatibilitat - Muadil
rtc 468.08

Atlas Copco Qic10

Rectus 33

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
tc033 85mm

[ | P NEUMATIC

TYPE 038 |rtc Emm——

Compatible - Kompatibilitat - Muadil

rtc 038.15 rtc 038.19
Rectus 38 -38KB Rectus 39 -39KB
Hansen 6000 Hansen 7000

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
35 bar (510 PSI)

Flow size - Nennweiten - Akis Capi
rtc 038.15 15 mm
rtc 038.19 19 mm

WATER'.% )
CH , =
PNEUMATIE OO~ [Ore—]| |

pmmd(tc vPE042 |

Double Shut-off | Single Shut-off Full flow

Compatible - Kompatibilitat - Muadil
Parker 42

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma

Basinci
16 bar (230 PSI)
Flow size - Nennweiten - Akis Capi
rkc 042.12 12 mm
o | IR \VATER

Single Shut-off Full flow

ghts are reserved by rtc to modify product specifications without any prior announcement COUPLING TECHNOLOGY I




rCC

COUPLING TECHNOLOGY
www.rtc-tec.com

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

L TvPE043 [rtcRemmmy

Compatible - Kompatibilitat - Muadil

Legris 8500L

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)

-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinc
15 bar (215 PSI) - For brass

Flow size - Nennweiten - Akis Capi

rkc 043.12 12 mm

rtc 043.19 19 mm
WATER E— e e ——
— TYPE 044

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinc
15 bar (215 PSI) - For brass

Flow size - Nennweiten - Akis Capi

rkc 044.11 11 mm
rtc 044.16 16 mm
rtc 044.19 19 mm
N E—R\WATER
Compatible - Kompatibilitat - Muadil TYPE 045

Parker ST
Hansen ST

Temperature Range - Temperaturbereich - Sicaklik Aralig) o
-20°C +100°C (-4°F +212°F ) Nitril (N) L 4
-

-10°C +180°C (+14°F +356°F ) FPM (V)

-50°C +150°C(-58°F +302°F ) EPDM (E) 61sh0 édhssj

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
70 - 310 bar (510 PSI) - For brass

140 - 350 bar - (2025 - 5075 PSI) For Steel

100 - 450 bar - (1450 - 6525 PSI) For Stainless-steel

Flow size - Nennweiten - Akis Capi

rtc 045.04 4 mm

rtc 045.06 6.5 mm

rtc 045.10 9.5 mm

rtc 045.13 12.7 mm

rtc 045.19 19 mm
WATERU fleons2 2omm

PNEUMATI G -
rtc 045.37 37 mm

HYDRAULICF-EN

FuII flow

ml COUPLING TECHNOLOGY i product specifications without any prior announcement. _




QUICK COUPLINGS / SCHNELLKUPPLUNGEN r t C

COUPLING TECHNOLOGY
www.rtc-tec.com

— TYPE 046 Compatible - Kompatibilitit - Muadi
Snap Tite H

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
155 - 450 bar (400 - 2250 PSI) - Brass

100 - 450 bar (1500 - 6500 PSI) - Steel

35 - 350 bar (500 - 5000 PSI) - Stainless Steel

20 - 155 bar (300 - 2250 PSI) - Aluminium

Flow size - Nennweiten - Akis Capi

rtc 046.06 6 mm

rtc 046.09 9 mm

rtc 046.13 13 mm

rtc 046.19 19 mm

rtc 046.25 25 mm

rkc 046.30 30 mm .

\_ ftc 046,50 S0MM  SHYDRAULIC
o0 O[] z

TYPE 053 [rtC R

Compatible - Kompatibilitat - Muadil
Nitto Kohki TSP

Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C +100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma Basinci
30 - 50 bar (435 - 725 PSI) - For brass
45 - 100 bar (650 - 1.450 PSI) - Stainless Steel

Flow size - Nennweiten - Akis Capi

rtc 053.06 6 mm
rkc 053.10 10 mm
rtc 053.13 13 mm
rtc 053.19 19 mm
rkc 053.25 25mm
HYDRAULICH-u— : /
_ TYPE 092 Knock-out Coupler / Ejector Coupler Compatible - Kompatibilitét - Muadil
Max.Pull Force - Max.Zugkraft - Max. Cekme Kuvveti
rtc 092.16 1500 kg Alba 300 Series
rtc 092.18 2400 kg Alba 400 Series
Pneumatic Series tc 092.19 1500 kg Pneumatic Series
rtc 092.25 3200 kg Alba 500 Series
rtc 092.36 6000 kg Pneumatic Series
Advantages Vorteile
- Quick and easy installation - Schnelle und einfache Installation
- Return of the ejector plate is assured - Die Riickkehr der Auswurfplatte ist gewahrleistet
- Part ejection is assured - Teil AusstoB ist gewahrleistet
- Coupling is obtained in any position, - Die Kupplung wirkt in jeder Postion - Trennung
disconnecting is made only after the ejector erfolgt erst wenn die Auswurfplatte voll zurlick
plate is fully returned. gefahren ist
- Fast acting, up to 30 stokes per minute. - Schnelle Funktionalitat - bis zu 30 Hiibe pro
- Can be used on all injection machines equipped Monute
with hydraulic or mechanical ejection - Kann auf alle Spritzgussmaschinen ausgestattet
- Set-up time can be greatly reduced. werden mit hydraulischen oder mechanischen
- Reduced noise on machines with mechanical Auswurf
knockouts - Ristzeit kann erheblich verkiirzt werden
- Especially suited for injection machines that do - Speziell fiir Spritzgussmaschinen mit schwer
not have easy access to the ejector plate. zuganglicher Auswurfplatte

ghts are reserved by rtc to modify product specifications without any prior announcement COUPLING TECHNOLOGY Im
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Pressure Plug with Copper Washer
Verschlussstopfen mit Kupferscheibe

Bakir Pullu Kor Tipa

PPD 10
PPD 13
PPD 17
PPD 21
PPD 26
PPD 33
PPD 1010
PPD 1215
PPD 1415
PPD 1615
PPD 2215
PPD 2415

BSP 1/8
BSP 1/4
BSP 3/8
BSP 1/2
BSP 3/4
BSP 1

M10x1

M12x1.5
M14x1.5
M16x1.5
M22x1.5
M24x1.5

NOP 10/06 BSP 1/8
NOP 10/08 BSP 1/8
NOP 10/10 BSP 1/8
NOP 13/06 BSP 1/4
NOP 13/08 BSP 1/4
NOP 13/10 BSP 1/4
NOP 13/12 BSP 1/4
NOP 17/06 BSP 3/8
NOP 17/08 BSP 3/8
NOP 17/10 BSP 3/8
NOP 17/12 BSP 3/8
NOP 21/08 BSP 1/2
NOP 21/10 BSP 1/2
NOP 21/12 BSP 1/2

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

TYPE BC & BCO [rtc Ea

Threadless Pressure Plug
Verschlussstopfen ohne Gewinde
Dissiz Kor Tipa

Compatible - Austauschbar - Muadil
Hasco Z 942

VsE88Braks - Messing

InhetiRaidiStainless Steel - Edelstahl
BC-06 @
BC-08 b >, .
BC- 10 =, !i!!‘

[y =

BC-11 N\ “W
BC- 12 S = )
BC- 14 = -
BC-15 R REE
BC-16 I £
BC - 20

Threadless Pressure Plug with O-Ring
Verschlussstopfen mit O-Ring
O-Ringli Kor Tipa

Compatible - Austauschbar - Muadil
EOCKN /105

MaE&iBtass - Messing
OHBmME:
Vas> Temp:

BCO - 06
BCO - 07
BCO - 08
BCO -85
BCO - 10
BCO-11.5 BCO-16
BCO-12
BCO - 14
BCO-15

— TYPE NOP & PPG & PPR

-~ -
|

o

ho \/r -1 e
4x6 mm ? il by
6x8 mm
8x10 mm

Mab&iBhass - Messing Mab&&iBhass - Messing

4x6 mm
6x8 mm PPG 10 BSP 1/8 PPR 10 BSPT 1/8
8x10 mm PPG 13 BSP 1/4 PPR 13 BSPT 1/4
9x12 mm PPG 17 BSP 3/8 PPR 17 BSPT 3/8
4x6 mm PPG 21 BSP 1/2 PPR 21 BSPT 1/2
X8 MM Mab8Btass - Messing PPM 0875 M8x075 PPK 0875 M8x075
8x10 mm  Riakel Plated - Verzinkt PPM 1010 M10x1 PPK 1010 M10x1
9x12 mm PPM 1215  M12x15 PPK1215  M12x15
6x8 mm PPM 1415  M14x15 PPK1415  M14x15
8x10 mm PPM 1615  M16x1.5 PPK 1615  M16x1.5
12 mm PPM 2015  M20x1.5 PPK2015  M20x1.5

Straight Baffle (SBM)

Turbo Baffle (TBM)

Baffles TYPE SBM & TBM |[rtc i

I couPLING TECHNOLOGY




Ear Hose Clamp

imeRkEted Steel

CPE-0709
CPE-0911
CPE-1315
CPE - 1417
CPE - 1518
CPE-1720
CPE - 1821
CPE - 2023

N

Ohr-Schlauchschellen
Kulakl Hortum Kelepgesi

Hortum Kelepcesi

Material:

Screw - Zinc Plated Steel
Housing - Stainless Steel
Band - Stainless Steel

CPW2 - 0812 - 09
CPW2 - 1016 - 09
CPW2 - 1220 - 09
CPW2 - 1627 - 09
CPW?2 -2032-09

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

MaB&iBrass - Messing - Piring

COUPLING TECHNOLOGY
www.rtc-tec.com

TYPE CPE & CPW2 & SRM & SRG Extension Hose Plugs - Verlangerungsnippel - Uzatma Hortum Ug
0

" P

lé‘ SRM 08 x 38 M 8x1.25 e T —— -

- SRM 08 x 60 M 8x1.25 (Y,

4 SRM 08 x 80 M 8x1.25 ‘i " [
SRM 08 x 100 M 8x1.25 n 3
Hose Clamp - Schlauchschellen SRM 10 x 38 M 10x1.5 -

SRM 10 x 60 M 10x1.5 SRG10x 38 BSP 1/8
SRM 10 x 80 M 10x1.5 SRG 10 x 60 BSP 1/8
SRM 10 x 100 M 10x1.5 SRG 10x 80 BSP 1/8
SRM 10 x 120 M 10x1.5 SRG 10 x 100 BSP 1/8
SRM 10 x 150 M 10x1.5 SRG 10x 120 BSP 1/8
SRM 12 x 38 M 12x1.75 SRG 10x 150 BSP 1/8
SRM 12 x 60 M 12x1.75 SRG 13 x 38 BSP 1/4
SRM 12 x 80 M 12x1.75 SRG 13x 60 BSP 1/4
SRM 12 x 100 M 12x1.75 SRG13x80 BSP 1/4
SRM 12 x 120 M 12x1.75 SRG 13 x 100 BSP 1/4
SRM 12 x 150 M 12x1.75 SRG 13X 120 BSP 1/4
SRM 14 x 38 M 14x2.0 SRG 13x 150 BSP 1/4

CPW?2 - 2540 - 09

TYPE MMN & MFN & EBFM |rtc R

(DIN 3863) Male Thread Adapter with Inner Cone 45° & 90° Male to Female Elbow
Male - Fernale Thread Adapter Aussengewinde Doppelnippel mit Innenkonus Innen - Aussengewinde Winkel
Aussen - Innengewinde Adapter Erkek Dis Adaptor( I¢ Konik I¢ - Dis Disli Dirsek
Erkek - Disi Dis Adaptort W\
<& Material: Ms58 Brass ;\‘ WY w\"’ Mab&iBhass - Messing - Piring
i Messing - Piring Wi i w
Material: Ms58 Brass \\“\ >3 EBFM 10 - 90 BSP 1/8 “'\
Messing - Piring o EBFM 13 - 90 BSP 1/4 ; '
| MMN10-10 BSP 1/8 BSP 1/8 EBFM 17 - 90 BSP 3/8 \
MMN13-13 BSP 1/4 BSP 1/4 EBFM 21 - 90 BSP 1/2 >
MFN 13-10 BSP1/4 BSP1/8 MMN 17-17 BSP 3/8 BSP 3/8 EBFM 26 - 90 BSP 3/4 o - :
MFN 17-13 BSP3/8 BSP1/4 MMN 21-21 BSP 1/2 BSP 1/2 EBEM 33 - 90 BSP 1 : j
MFN 21-17 BSP 1/2  BSP3/8 MMN 26-26 BSP 3/4 BSP 3/4
MFN 26-21 BSP3/4  BSP1/2 MMN 13-1415 BSP 1/4 M14x1.5 EBFM 10 - 45 BSP 1/8 @\
MMN 17-1615 BSP 3/8 M16x1.5 EBFM 13 - 45 BSP 1/4
MFN 1415-1010 M14x1.5 M10x1 MMN 21-1815 BSP 1/2 M18x1.5 EBFM 17 - 45 BSP 3/8 /N
MFN 1815-1415  M18x1.5 M14x1.5 MMN 26-2415 BSP3/4  M24x15 EBFM 21 - 45 BSP 1/2 ‘& K .
MFN 2415-1615 M24x1.5 M16x1.5 MMN 1415-1415 M14x1.5 M14x1.5 EBFM 26 - 45 BSP 3/4 E 5 ;
MMN 1615-1615 M16x1.5  M16x1.5 EBFM 33 - 45 BSP 1 = j
—
- onagnn, VIR -u; . ’
(@“"’* (O )\ -
- J _
[Bieriabtahl Betelabtahl Betelabtahl
Piate: Piate: Piate:
SPN 1215-06 M12x1.5 1/4-6.3 SPN 1215-06-45 M12x15 1/4-6.3 SPN 1215-06-90 M12x1.5 1/4-6.3
SPN 1415-06 M14x15  1/4-6.3 SPN 1415-06-45 M14x1.5 1/4-6.3 SPN 1415-06-90 M14x15  1/4-6.3
SPN 1615-10  M16x1.5  3/8-95 SPN 1615-10-45  M16x1.5 3/8-95 SPN 1615-10-90  M16x1.5 3/8-95
SPN 1815-10 M18x15  3/8-9.5 SPN 1815-10-45 M18x1.5 3/8-9.5 SPN 1815-10-90 M18x1.5 3/8-9.5
SPN2215-13  M22x1.5 1/2-127 SPN 2215-13-45  M22x15 1/2-12.7 SPN2215-13-90  M22x15 1/2-12.7
SPN2615-16  M26x1.5 5/8-159 SPN 2615-16-45  M26x1.5 5/8-159 SPN 2615-16-90  M26x1.5 5/8-159
SPN 3020-19 M30x2.0 3/4-19.1 SPN 3020-19-45 M30x2.0 3/4-19.1 SPN 3020-19-90 M30x2.0 3/4-19.1
SPN 3620-25 M36x2.0 1-25.4 SPN 3620-25-45 M36x2.0 1-25.4 SPN 3620-25-90 M36x2.0 1-25.4

N
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www.rtc-tec.com

Male and Female Hose Nippels with 8 Different Hose-Connection Types
8 Schlauchanschusstypen mit Innen- und Aussengewinde
8 Farkli hortum baglanti profilli Erkek ve Disi Vidali uclar

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

TYPE MHN & FHN & HHN

\x\\\\\

Ly

,!) a‘ I

[

[

—

HT4 | [ HT2 ]

| W13 | [ HT4 | [ w5 | [ HT6 | [ HTT ] |

we |/

rtc| Tyre 117 & 118

rkc type 117
Brass Collector
Messing \Verteiler
Piring Kollektor

Inlet / Einlass Outlet / Auslass
3/4" 1/4" & 3/8"
1" 1/4" & 3/8" & 1/2"
1-1/4" 3/8" & 1/2" & 3/4"

rtc type 118
5 Surfaced Aluminium Collector
5 Seitiger Aluminium Verteiler
5 Yizld Aliminyum Kollektor

Inlet / Einlass Outlet / Auslauf
3/4" 1/4" & 3/8"
1" 1/4" & 3/8"
1-1/4" 1/4" & 3/8" & 1/2"
1-1/2" 3/8" & 1/2"
2" 3/8" & 1/2" & 3/4"
I -AVATER
- N PNEUMATIC

WATERE I
PNEUMATICE- I

rtc type 119

3 Surfaced Stainless Steel Collector
3 Seitiger Edelstahl Verteiler

3 Yizli Paslanmaz Celik Kollektor

Inlet / Einlass Outlet / Auslauf
1" 1/4" & 3/8" & 1/2"
1-1/4" 1/4" & 3/8" & 1/2"
1-1/2" 1/4" & 3/8" & 1/2"
Options

Low port thread is shown on the picture.

High port thread,

Twin profile, (max. 2 Surfaced hole is available)
Divided profile are available.
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— TYPE Ball Valves Male - Female

T Handle Ball Valve

QUICK COUPLINGS / SCHNELLKUPPLUNGEN

.
A

W e \
\ j;ilu"}?,ﬁ?""‘.

Standard Ball Valve

COUPLING

TECHNOLOGY

www.rtc-tec.com

Mini Ball Valve

T Handle Ball Valve

Order No / Bestellnr.

TYPE Ball Valves Female - Female [rtc i

Order No / Bestellnr. Connection Order No / Bestellnr. Connection Order No / Bestellnr. Connection
Red/Rot | Blue/Blau | "oCMUSS Red/Rot | Blue/Blay | /\"SChluss Red/Rot | Blue/Blay | /nSChluss
TVFM 13-R | TVFM 13-B BSP 1/4 SVFM 13-R | SVFM 13-B BSP 1/4 KVFM 13-R KVFM 13-B BSP 1/4
TVFM 17-R | TVFM 17-B BSP 3/8 SVFEM 17-R | SVFM 17-B BSP 3/8 KVEM 17-R KVFM 17-B BSP 3/8
TVFM 21-R TVFM 21-B BSP 1/2 SVFM 21-R SVFM 21-B BSP 1/2 KVFM 21-R KVFM 21-B BSP 1/2
TVFM 26-R TVFM 26-B BSP 3/4 SVFM 26-R SVFM 26-B BSP 3/4 KVFM 26-R KVFM 26-B BSP 3/4
TVFM 33-R TVFM 33-B BSP 1 SVFM 33-R SVFM 33-B BSP 1
TVFM 42-R | TVFM 42-B BSP 1-1/4 SVFM 42-R | SVFM 42-B BSP 1-1/4
k SVFM 48-R | SVFM 48-B BSP 1-1/2

Order No / Bestellnr.

Standard Ball Valve

Order No / Bestellnr.

Mini Ball Valve

Connection Connection Connection

Red / Rot Blue/ Blau Ansehiluss Red / Rot Blue/ Blau Anschluss Red / Rot Blue/ Blau Anschluss
TVFF 13-R TVFF 13-B BSP 1/4 SVFF 13-R SVFF 13-B BSP 1/4 KVFF 13-R KVFF 13-B BSP 1/4
TVFF 17-R TVFF17-B BSP 3/8 SVFF 17-R SVFF 17-B BSP 3/8 KVFF 17-R KVFF 17-B BSP 3/8
TVFF 21-R TVFF 21-B BSP 1/2 SVFF 21-R SVFF 21-B BSP 1/2 KVFF 21-R KVFF 21-B BSP 1/2
TVFF 26-R TVFF 26-B BSP 3/4 SVFF 26-R SVFF 26-B BSP 3/4 KVFF 26-R KVFF 26-B BSP 3/4
TVFF 33-R TVFF 33-B BSP 1 SVFF 33-R SVFF 33-B BSP 1
TVFF 42-R TVFF 42-B BSP 1-1/4 SVFF 42-R SVFF 42-B BSP 1-1/4

SVFF 48-R SVFF 48-B BSP 1-1/2 j

— e

Push To Connect (rtc LOCK) Type Hose
Hyaraulic oil and water resistant special synthetic rubber
Reghftextleayhthetic textile braid

Cover: Qil, abrasion, ozone and water resistant special synthetic
rubber

Bophyattaulic control lines, discharge under low
pressure of hydraulic fluids, fuel oil, grease, air and water

Nedi0t6 TéNgter80PE:
\290 Barsting Pressure
R&abat/orking Pressure:
Colors: RedpBlack
BirBensians5/8 - 3/4

-40°C +90°C (-40°F +194°F)
-40°C +90°C (-40°F +194°F)
-40°C +140°C (-40°F +284°F)

Temperature: ttc LOCK 90
rkc 9K
\_ eI T

coUPLING TECHNoLocyY JEE
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r t C MULTI-COUPLINGS / MULTIKUPPLUNGEN

COUPLING TECHNOLOGY
www.rtc-tec.com

New Design TYPE M090 E—

EUROPEAN Type - EUROPAISCHER Typ - AVRUPA Tip
Temperature Range - Temperaturbereich - Sicaklik Araligi
-20°C+100°C (-4°F +212°F ) Nitril (N)

-10°C +180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi

rtc M090.06* 6 mm
rkc M090.09* 9mm
rkc M090.13* 13 mm

Connections - Anschliisse - Baglanti
6/8/10/12/16/20/ 24

Circuits - Kreislauf - Giris/Cikis

10=>10]12.=>12

WATERF- I New Desian - Newes Desior - Yo T )
I e Design - Neues Design - Yeni Tasarim - -
Double Shut-off | Single Shut-off Full flow

— TYPE M099 New Design

INTERNATIONAL Type - INTERNATIONAL Typ - ULUSLARARASI Tip

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinc
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi
rkc M099.06* 6 mm
rtc M099.09* 9mm

Connections - Anschliisse - Baglanti
6/8/10/12/16/20/24

Circuits - Kreislauf - Giris/Cikis

=>5]6 = 6]8 = 8J10.="10]12.=>12
\ *New Desi N Design - Yeni T: EAWATER
- — ew Design - Neues Design - Yeni fasarim | B ]

TN

Single Shut-off
Temperature Range - Temperaturbereich - Sicaklik Araligi TYPE M101

-20°C+100°C(-4°F +212°F ) Nitril (N)
-10°C +180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi

rtc M101.06 6 mm
rtc M101.09 9mm
rtc M101.10* 10 mm
rtc M101.12 12 mm
rtc M101.16 16 mm

Connections - Anschliisse - Baglanti
6/8/10/12/16/20/24

Circuits - Kreislauf - Giris/Cikis

3314 =415 .—>5]6.—>6]8 .= 8]10="10J12.=>12

wlél.‘lrEﬁﬁAﬂ_ *New Design - Neues Design - Yeni Tasarim
. |_O>_*_<O_"_0=\ " >+ |

Double Shut-off | Single Shut-off Full flow
ml COUPLING TECHNOLOGY i product specifications without any prior announcement. _
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COUPLING TECHNOLOGY
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QUICK COUPLINGS / SCHNELLKUPPLUNGEN

— TYPE M150

Flat Faced Non-Spill Multi-Couplings
Flachdichdende Multikupplung in Lecksgefreier Ausfiihrung
Diiz Alinli Damlatmasiz Manifold

Temperature Range - Temperaturbereich - Sicaklik Aralig
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi
rtc M150.09 9 mm
rtc M150.12 12 mm

Connections - Anschliisse - Baglanti

6/12/18
-
- ‘ Circuits - Kreislauf - Giris/Cikis
=
N e MWATER
Flat Faced Non-Spill Multi-Couplings New Design TYPE M152 |rtc R

Flachdichdende Multikupplung in Lecksgefreier Ausfiihrung
Diz Alinl Damlatmasiz Manifold

Temperature Range - Temperaturbereich - Sicaklik Araligi
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi

rtc M152.06 6 mm

rtc M152.10 10 mm
rtc M152.12 12 mm
rtc M152.16 16 mm

Connections - Anschliisse - Baglanti
6/8/10/12/16/20/ 24

Circuits - Kreislauf - Giris/Cikis
10-=>10]12.=>12
WATERU N New Design - Neues Design - Yeni Tasarim <O /

— TYPE M153

Flat Faced Non-Spill Multi-Couplings
Flachdichdende Multikupplung in Lecksgefreier Ausfiihrung
Diz Alinli Damlatmasiz Manifold

Temperature Range - Temperaturbereich - Sicaklik Araligi
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
16 bar (232 PSI)

Flow size - Nennweiten - Akis Capi
rtc M153.09 9mm

Connections - Anschlisse - Baglanti
6/12/18

Circuits - Kreislauf - Giris/Cikis

-O—<O-

I AWATER

ghts are reserved by rtc to modify product specifications without any prior announcement COUPLING TECHNOLOGY Im




sl  QUICK COUPLINGS / SCHNELLKUPPLUNGEN
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New Design

Residual Pressure Connection

Flat Faced Non-Spill Multi-Couplings
Flachdichdende Multikupplung in Lecksgefreier Ausfiihrung
Dz Alinli Damlatmasiz Manifold

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
rtc M103.10 200 bar (2900 PsI)

Flow size - Nennweiten - Akis Capi
rtc M103.10 10 mm

Connections - Anschliisse - Baglanti
2/4/6/8

Circuits - Kreislauf - Giris/Cikis

HYDRAUL|CI-

Double Shut-off

— KRG

Flat Faced Non-Spill Multi-Couplings
Flachdichdende Multikupplung in Lecksgefreier Ausfiihrung
Diz Alinli Damlatmasiz Manifold

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
rtc M104.08 200 bar (2900 PSI)

Flow size - Nennweiten - Akis Capi
rtc M104.08 8mm
rtc M104.10 10 mm

Connections - Anschliisse - Baglanti
2/4/6/8

Circuits - Kreislauf - Giris/Cikis

Double Shut-off

Flat Faced Non-Spill Multi-Couplings
Flachdichdende Multikupplung in Lecksgefreier Ausfiihrung
Diz Alinli Damlatmasiz Manifold

TYPE M

Temperature Range - Temperaturbereich - Sicaklik Aralig
-20°C+100°C (-4°F +212°F ) Nitril (N)
-10°C+180°C (+14°F +356°F ) FPM (V)

Max.Working Pressure - Max. Betriebsdruck - Max. Calisma basinci
rtc M115.03 100 bar (1450 PSI)

Flow size - Nennweiten - Akis Capi
rtc M115.03 3 mm
rtc M115.05 5mm

Connections - Anschlisse - Baglanti
2/4/6/8/10/12/14/16

Circuits - Krelslauf G|r|s/(;|k|s

1.=>1]2 - (8 .—* 3]
HYDRAU LIC"_ _J
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QUICK COUPLINGS / SCHNELLKUPPLUNGEN

— TYPE M301 - Mini-Con

Customised Mini-Connector
MiniSondermultikupplungen
Ozel Tasarim Mini Manifold

Pnuematic connector is efficent and easy to operate.

Main advantage of the connector is, it can be able to fix up to 16 different
pneumatic tubing and takes no effort.

Because of its compact design Mini-Con takes a minimum space.

Mainly using areas; robot control systems, machinery, compressed air.

oo o =] I NEUMATIC

Electrical Connectors

Electrical Connectors TYPE EC —

Insulator Types - Isolator Typ - Yalitkan Tipleri

rtc type EC.02 @ 25.4 mm
rtc type EC.03 @ 40 mm
rtc type EC.04 (585 mm

Temperature Range - Temperaturbereich - Sicaklik Aralig
-30°C+100°C(-22°F +212°F ) Nitril (N)

-40°C +150°C (-40°F +302°F) Silicone (Si)
-40°C+100°C (-40°F +212°F ) Chloroprene (Cp)

Working Current Range (A) \/oltage Range (V)

?15 2-24A 25-250V

@2 12-24A 25-250V

?3 34-45A 250 - 440/

?5 60-80A 250-630V

?6 80-110A 250-630V

@8 150 - 200 A 250-630V

?11 200 - 260 A 250-830V j

ELECTRICAINZ

— TYPE Customised Multi Coupling System

Customised Multi-Couplings
Sondermultikupplungen nach Kundenwunsch
Ozel Tasarim Manifold

Customised Multi-Couplings are specially designed according to
the costumer’s needs.

All kinds of connections, such as, Water, Pneumatic Hydraulic and
[dantbeahGonted anthe same plate, in order
to minimise the mold changing time without any possible mistake.

Our Research & Development team provides the best solution to
the end users, according to the specific inquiries.

I R \VATER
- PNEUMATIC
=N HYDRAULIC
ELECTRICAL

N o o]
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GLOBAL PRESENCE ~ INTELLIGENT SOLUTIONS!
MEET US ALL OVER THE WORLD

RTC TEC Baglanti Elemanlar AS (Headquarters)

IDOSB, Kadife Caddesi, No:2 PK:34956

Aydinli/ Tuzla / istanbul / TURKIYE

Tel: 490 216 593 47 82 - Fax:+90 216 593 47 85
sales@rtc-tec.com

B RTC TEC Germany GmbH

Daimlerstrae 10. 73037 Goppingen
Te.:+49 7161 98796-50

Fax: +49 7161 98779
mail@rtc-couplings.com

= RTC Austria

B B = = RTCBeNelux
[l RTC Czech Republic

B B RTCFrance

B RTC Germany

=== RTC Hungary

W RTC italy
[ RTC Poland
IEM RTC Portugal
E RTC Slovakia
== RTC Spain
== RTC UK

= _ RTCIsrael

austria@rtc-tec.com
benelux@rtc-tec.com
czechrepublic@rtc-tec.com
france@rtc-tec.com
germany@rtc-tec.com
hungary@rtc-tec.com
italy@rtc-tec.com
poland@rtc-tec.com
portugal@rtc-tec.com
slovakia@rtc-tec.com
spain@rtc-tec.com
uk@rtc-tec.com

israel@rtc-tec.com

BE= RTCUSA

B+l RTC Canada

H=0 RTC Mexico

E=3 RTC Brazil

RTC Australia
Bl RTC China

El RTC Japan

e RTC INdia

RTC New Zealand

1@ RTC South Korea

mmmm RTC Thailand
Il RTC Morocco
B= RTC South Africa

www.rtc-tec.com
www.rtc-couplings.com

usa@rtc-tec.com
canada@rtc-tec.com
mexico@rtc-tec.com
brazil@rtc-tec.com
australia@rtc-tec.com
china@rtc-tec.com
japan@rtc-tec.com
india@rtc-tec.com
newzealand@rtc-tec.com
southkorea@rtc-tec.com
thailand@rtc-tec.com
morocco@rtc-tec.com

southafrica@rtc-tec.com
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